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Section I 
New Dell Pro Docks: Dell Pro Dock WD25, Dell Pro Dock WD25Z, Dell Pro Thunderbolt 4 Dock WD25TB4, Dell Pro Thunderbolt 5 Dock WD 25TB5, Dell Pro Smart Dock 
SD25, Dell Pro Thunderbolt 4 Smart Dock SD25TB4, Dell Pro Thunderbolt 5 Smart Dock SD25TB5 

System Name WD25 with 100W Power 
Delivery 

SD25 / WD25Z with 130W Power 
Delivery 

SD25TB4 / WD25TB4 with 130W 
Power Delivery 

SD25TB5 / WD25TB5 with up 
to 300W Power Delivery 

Dell 14 Premium DA14250     

Dell 16 Premium DA16250 *    

Dell Pro 14 Essential PV14250     

Dell Pro 14 Essential PV14255     

Dell Pro Premium PA13250     

Dell Pro Premium PA14250     

Dell Pro Plus PB13250     

Dell Pro Plus PB14250     

Dell Pro Plus PB16250     

Dell Pro Plus PB13255     

Dell Pro Plus PB14255     

Dell Pro Plus PB16255     

Dell Pro PC14250     

Dell Pro PC16250     

Dell Pro PC14255     

Latitude 3140     

Latitude 3330     

Latitude 3340     

Latitude 3430     

Latitude 3440     

Latitude 3445 Chrome 2 2 2  

Latitude 3450     

Latitude 3530     
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System Name WD25 with 100W Power 
Delivery 

SD25 / WD25Z with 130W 
Power Delivery 

SD25TB4 / WD25TB4 with 130W 
Power Delivery 

SD25TB5 / WD25TB5 with up to 
300W Power Delivery 

Latitude 3540     

Latitude 3550     

Latitude 5330     

Latitude 5330 2-in-1     

Latitude 5340     

Latitude 5340 2-in-1     

Latitude 5350 (laptop or 2-in-1)     

Latitude 5430     

Latitude 5430 Chromebook Enterprise 2 2 2  

Latitude 5431     

Latitude 5440     

Latitude 5450     

Latitude 5455 3 3 3 3 

Latitude 5530     

Latitude 5531     

Latitude 5540     

Latitude 5550     

Latitude 7230 Rugged     

Latitude 7030 Rugged Extreme Tablet     

Latitude 7230 Rugged Extreme Tablet     

Latitude 7320 Detachable     

Latitude 7330     

Latitude 7340 (laptop or 2-in-1)     

Latitude 7350 (laptop or 2-in-1)     

Latitude 7350 2-in-1 Detachable     

Latitude 7430     

Latitude 7440 (laptop or 2-in-1)     
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System Name WD25 with 100W Power 
Delivery 

SD25 / WD25Z with 130W 
Power Delivery 

SD25TB4 / WD25TB4 with 130W 
Power Delivery 

SD25TB5 / WD25TB5 with up 
to 300W Power Delivery 

Latitude 7450 (laptop or 2-in-1)     

Latitude 7455 3 3 3 3 

Latitude 7530     

Latitude 7640     

Latitude 7650     

Latitude 9330 2-in-1     

Latitude 9430     

Latitude 9440 2-in-1     

Latitude 9450 2-in-1     

Dell Pro PC16255     

Dell Pro Rugged 10 Tablet RA00260    

Dell Pro Rugged 12 Tablet RA02260     

Dell Pro Rugged 13 RA13250     

Dell Pro Rugged 14 RA14250     

Dell Pro Max Premium MA14250 *    

Dell Pro Max Premium MA16250  

Dell Pro Max Plus MB16250 1 

1

 

Dell Pro Max Plus MB18250  1 *  

Dell Pro Max MC14250 *    

Dell Pro Max MC16250 *    

Dell Pro Max MC14255 *    

Dell Pro Max MC16255 *    

Precision 3470 *    

Precision 3480 *    

Precision 3490 *    

Precision 3570 *    

1 1 

1 1

 
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System Name WD25 with 100W Power 
Delivery 

SD25 / WD25Z with 130W 
Power Delivery 

SD25TB4 / WD25TB4 with 130W Power 
Delivery 

SD25TB5 / WD25TB5 with 
up to 300W Power Delivery 

Precision 3571 *    

Precision 3580 *    

Precision 3581 *    

Precision 3590 *    

Precision 3591 *    

Precision 5470 *    

Precision 5480 *    

Precision 5490 *    

Precision 5570 *    

Precision 5680 * 1 1  

Precision 5690 * 1 1  

Precision 5770 *    

Precision 7670 * 1 1 4 

Precision 7680 * 1 1 4 

Precision 7770 * 1 1 4 

Precision 7780 * 1 1 4 

XPS 13 9315     

XPS 13 9315 2-in-1     

XPS 13 9320     

XPS 13 9340     

XPS 13 9345 3 3 3 3 

XPS 13 9350     

XPS 14 9440     

XPS 15 9520 *    

 Supported  Not supported 
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System Name WD25 with 100W Power 
Delivery 

SD25 / WD25Z with 130W 
Power Delivery 

SD25TB4 / WD25TB4 with 130W Power 
Delivery 

SD25TB5 / WD25TB5 with up 
to 300W Power Delivery 

XPS 15 9530 *    

XPS 16 9640 *    

XPS 17 9720 *    

XPS 17 9730 *    

Dell 14 Plus DB14250     

Dell 16 Plus DB16250     

Dell 14 Plus 2-in-1 DB04250     

Dell 16 Plus 2-in-1 DB06250     

Dell 14 Plus DB14255     

Dell 14 Plus 2-in-1 DB04255     

Dell 16 Plus DB16255     

Dell Pro PC16255     

Dell 14 DC14250     

Dell 14 DC14255     

Dell 16 DC16251     

Dell 16 DC16256     

Inspiron 5440 (RPL-R)8     

Inspiron 5441 3 3   

Inspiron 5445     

Inspiron 5640     

 Supported  Not supported 
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System Name WD25 with 100W Power 
Delivery 

SD25 / WD25Z with 130W 
Power Delivery 

SD25TB4 / WD25TB4 with 130W Power 
Delivery 

SD25TB5 / WD25TB5 with up to 
300W Power Delivery 

Inspiron 5645     

Inspiron 7440     

Inspiron 7440 2-in-1     

Inspiron 7441 3 3   

Inspiron 7445 2-in-1     

Inspiron 7640     

Inspiron 7640 2-in-1     

Vostro 5640     

 Supported  Not supported 

Section I Disclosures 
See the Dell Commercial Docks eGuide for more information on our entire docking portfolio. 

*Notebook configurations requiring >100W power may need to be plugged in externally for optimal performance, when used with Dell Pro Dock WD25 with 100W power delivery. For the best experience with such notebook configurations, choose from Dell Pro Smart Dock SD25, Dell Pro 
Dock WD25Z, Dell Pro Thunderbolt 4 Smart Dock SD25TB4, Dell Pro Thunderbolt 4 Dock WD25TB4, Dell Pro Thunderbolt 5 Smart Dock SD25TB5, Dell Pro Thunderbolt 5 Dock WD25TB5 based on the notebook’s power requirement and compatibility, so you no longer need an additional 
power adapter. 

1 These Precision and Dell Pro Max mobile workstations have configurations that require more than 130W power. When docked with the Dell Pro Dock WD25, Dell Pro Smart Dock SD25, Dell Pro Dock WD25Z, Dell Pro Thunderbolt 4 Smart Dock SD25TB4 or Dell Pro Thunderbolt 4 Dock 
WD25TB4, these workstations need to be plugged in externally for optimal operation. 

2 The dock will function with these Chrome notebooks, but with certain limitations: Dock's power button will not sync with the notebook's power button; No Wake on LAN; No port disablement 

3 The dock, when used with these Qualcomm Notebooks, can support 2 displays via the docks. A 3rd display can be connected directly to the Notebook 

4 These Precisions do not support Extended Power Range and can only accept 130W when docked with Dell Pro Thunderbolt 5 Smart Dock SD25TB5 or Dell Pro Thunderbolt 5 Dock WD25TB5. These workstations need to be plugged in externally for optimal operation 

Note: 

- When connected to non-Thunderbolt systems, the Dell Pro Thunderbolt 4 Smart Dock SD25TB4, Dell Pro Thunderbolt 4 Dock WD25TB4, Dell Pro Thunderbolt 5 Smart Dock SD25TB5, Dell Pro Thunderbolt 5 Dock WD25TB5 will not retain its Thunderbolt functionality 
- When connected to Thunderbolt 4 systems, the Dell Pro Thunderbolt 5 Smart Dock SD25TB5 or Dell Pro Thunderbolt 5 Dock WD25TB5 will operate at Thunderbolt 4 capability 
-  Notebook configurations with Intel Lunar Lake processor are limited to 3 external displays supported via the dock 

This document was last updated on October 02, 2025.
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Section II 
Previous generation Dell Docks: WD22TB4, WD19S, WD19TBS, WD19DCS, UD22, HD22Q 

System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

Latitude 3120 (Pentium)        

Latitude 3140        

Latitude 3301     1   

Latitude 3310 2-in-1     1   

Latitude 3320     1   

Latitude 3330     1   

Latitude 3340     1   

Latitude 3400     1   

Latitude 3410     1   

Latitude 3420     1   

Latitude 3430     1   

Latitude 3440     1   

Latitude 3445 Chrome      6 6 

Latitude 3450  *   1 * * 

Latitude 3500     1   

Latitude 3510     1   

Latitude 3520     1   

Latitude 3530     1   

Latitude 3540     1   

Latitude 3550  *   1 * * 

 Supported  1Supports 1 USB-C connection only  Not supported
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System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

Latitude 5300 3    1   

Latitude 5300 2-in-1 3    1   

Latitude 5300 2-in-1 Chromebook Enterprise4     1   

Latitude 5310     1   

Latitude 5310 2-in-1     1   

Latitude 5310 2-in-1 w/ ThunderboltTM     1   

Latitude 5310 w/ ThunderboltTM     1   

Latitude 5320     1   

Latitude 5320 2-in-1     1   

Latitude 5330     1   

Latitude 5330 2-in-1     1   

Latitude 5340     1   

Latitude 5340 2-in-1     1   

Latitude 5350 (laptop or 2-in-1)  *   1 * * 

Latitude 5400 3    1   

Latitude 5400 Chromebook Enterprise4     1   

Latitude 5401 3 *   1   

Latitude 5410     1   

Latitude 5410 w/ ThunderboltTM     1   

Latitude 5411  *   1 * * 

Latitude 5420     1   

Latitude 5421  *   1 * * 

Latitude 5430     1   

Latitude 5430 Chromebook Enterprise 6 6 6   6 6 

 Supported  1Supports 1 USB-C connection only  Not supported
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System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

Latitude 5431  *   1 * * 

Latitude 5440     1   

Latitude 5450  *   1 * * 

Latitude 5455 7 7 7     

Latitude 5500 3    1   

Latitude 5501 3 *   1   

Latitude 5510     1   

Latitude 5510 w/ ThunderboltTM     1   

Latitude 5511  *   1 * * 

Latitude 5520     1   

Latitude 5521  *   1 * * 

Latitude 5530     1   

Latitude 5531  *   1 * * 

Latitude 5540     1   

Latitude 5550  *   1 * * 

Latitude 7200 2-in-1 3    1   

Latitude 7210 2-in-1 3    1   

Latitude 7300 3    1   

Latitude 7310     1   

Latitude 7320     1   

Latitude 7320 2-in-1     1   

Latitude 7320 Detachable     1   

Latitude 7330     1   

Latitude 7030 Rugged Extreme Tablet        

 Supported  1Supports 1 USB-C connection only  Not supported
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System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

Latitude 7340 (laptop or 2-in-1)     1   

Latitude 7350 (laptop or 2-in-1)  *   1 * * 

Latitude 7350 2-in-1 Detachable  *   1 * * 

Latitude 7400 3    1   

Latitude 7400 2-in-1 3    1   

Latitude 7410     1   

Latitude 7410 Chromebook Enterprise4     1   

Latitude 7420     1   

Latitude 7420 2-in-1     1   

Latitude 7430     1   

Latitude 7440 (laptop or 2-in-1)     1   

Latitude 7450 (laptop or 2-in-1)  *   1 * * 

Latitude 7455 7 7 7     

Latitude 7520     1   

Latitude 7530     1   

Latitude 7640     1   

Latitude 7650  *   1 * * 

Latitude 9330 2-in-1     1   

Latitude 9410     1   

Latitude 9420     1   

Latitude 9430     1   

Latitude 9440 2-in-1     1   

Latitude 9450 2-in-1  *   1 * * 

 Supported  1Supports 1 USB-C connection only  Not supported
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System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

Latitude 9510     1   

Latitude 9520     1   

Dell Pro PC14250  *   1 * * 

Dell Pro PC16250  *   1 * * 

Dell Pro PC14255  *   1 * * 

Dell Pro Plus PB13250  *   1 * * 

Dell Pro Plus PB14250  *   1 * * 

Dell Pro Plus PB16250  *   1 * * 

Dell Pro Plus PB13255  *   1 * * 

Dell Pro Plus PB14255  *   1 * * 

Dell Pro Plus PB16255  *   1 * * 

Dell Pro Premium PA13250  *   1 * * 

Dell Pro Premium PA14250  *   1 * * 

Latitude 5420 Rugged     1   

Latitude 5424 Rugged     1   

Latitude 5430 Rugged     1   

Latitude 7220 Rugged        

Latitude 7230 Rugged Extreme Tablet     1   

Latitude 7330 Rugged        

Latitude 7424 Rugged     1   

Dell Pro Rugged 13 RA13250        

Dell Pro Rugged 14 RA14250        

Dell Pro Rugged 10 Tablet RA00260        

Dell Pro Rugged 12 Tablet RA02260        

OptiPlex 3090 Ultra     1   

 Supported  1Supports 1 USB-C connection only  Not supported
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System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

OptiPlex 7090 Ultra     1   

Precision 3470  *   1 * * 

Precision 3480  *   1 * * 

Precision 3490  *   1 * * 

Precision 3540 3    1   

Precision 3541 3 *   1   

Precision 3550     1   

Precision 3551  *   1 * * 

Precision 3560  *   1 * * 

Precision 3561  *   1 * * 

Precision 3570  *   1 * * 

Precision 3571  *   1 * * 

Precision 3580  *   1 * * 

Precision 3581  *   1 * * 

Precision 3590  *   1 * * 

Precision 3591  *   1 * * 

Precision 5470  *   1 * * 

Precision 5480  *   1 * * 

Precision 5490  *   1 * * 

Precision 5540 3 *   1   

Precision 5550  *   1 * * 

Precision 5560  *   1 * * 

Precision 5570  *   1 * * 

Precision 5680 2 * 
2 2  * * 

 Supported  1Supports 1 USB-C connection only  Not supported
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 Not supported 

System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

Precision 5690 2 * 2 2  * * 

Precision 5750 2 * 2 2  * * 

Precision 5760 2 * 2 2  * * 

Precision 5770 2 * 2 2  * * 

Precision 7540 2 * 2 2    

Precision 7550 2 * 2 2  * * 

Precision 7560 2 * 2 2  * * 

Precision 7670 2 * 2 2  * * 

Precision 7680 2 * 2 2  * * 

Precision 7740 2 * 2 2    

Precision 7750 2 * 2 2  * * 

Precision 7760 2 * 2 2  * * 

Precision 7770 2 * 2 2  * * 

Precision 7780 2 * 2 2  * * 

Dell Pro Max MC14250  *   1 * * 

Dell Pro Max MC16250  *   1 * * 

Dell Pro Max MC14255  *   1 * * 

Dell Pro Max MC16255  *   1 * * 

Dell Pro 14 Essential PV14250       

Dell Pro 14 Essential PV14255     

Wyse 5470        

Inspiron 5310        

Inspiron 5320        

Inspiron 5330        

Inspiron 5410        

 
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 Not supported 

Inspiron 5415        

Inspiron 5420        

System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

Inspiron 5425        

Inspiron 5430        

Inspiron 5435       5 

Inspiron 5440 (RPL-R)8        

Inspiron 5441  7      

Inspiron 5445       5 

Inspiron 5510        

Inspiron 5515        

Inspiron 5620        

Inspiron 5625        

Inspiron 5630        

Inspiron 5635       5 

Inspiron 5640        

Inspiron 5645       5 

Inspiron 7420        

Inspiron 7420 2-in-1        

Inspiron 7425 2-in-1        

Inspiron 7430       **  ** 

Inspiron 7430 2-in-1          
Inspiron 7435 2-in-1        5 

Inspiron 7440          
Inspiron 7440 2-in-1          
Inspiron 7441  7       
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Inspiron 7445 2-in-1        5 

Inspiron 7510          

System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

Inspiron 7610       **  ** 

Inspiron 7620       **  ** 

Inspiron 7620 2-in-1          
Inspiron 7630       **  ** 

Inspiron 7630 2-in-1          
Inspiron 7635 2-in-1        5 

Inspiron 7640          

Inspiron 7640 2-in-1           
Dell 14 DC14250          
Dell 14 DC14255     

Dell 14 Plus DB14250          
Dell 16 Plus DB16250          
Dell 14 Plus 2-in-1 DB04250          
Dell 16 Plus 2-in-1 DB06250           
Dell 14 Plus DB14255        

Dell 14 Plus 2-in-1 DB04255        

Dell 16 Plus DB16255        

Vostro 5300            
Vostro 5301            
Vostro 5310            
Vostro 5320             
Vostro 5391          

Vostro 5401           

   

Julian Wilkey
Underline
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Vostro 5402            
Vostro 5410            
Vostro 5415         

Vostro 5490        

System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

Vostro 5501            
Vostro 5502            
Vostro 5510            
Vostro 5515         

Vostro 5590        

Vostro 5620             
Vostro 5625         

Vostro 5630             
Vostro 5635          5 

Vostro 5640           
Vostro 7500  *     * * 

Vostro 7510   *      * * 

Vostro 7590 3 *        

Vostro 7590 w/ Discrete Graphics 3 *        

Vostro 7620  *      * * 

XPS 13 7390 3          

XPS 13 7390 2-in-1            

XPS 13 9300              
XPS 13 9305              
XPS 13 9310              
XPS 13 9310 2-in-1             
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XPS 13 9315              
XPS 13 9315 2-in-1              
XPS 13 9320              
XPS 13 9340            
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System Name WD22TB4 with 130W 
Power Delivery2 

WD19 / WD19S - 
130W with 90W 
Power Delivery 

(this dock is not available 
in Brazil) 

WD19 / WD19S - 
180W with 130W 
Power Delivery 

WD19TB / WD19TBS 
with 130W 

Power Delivery2

WD19DC / WD19DCS 
with 210W 

Power Delivery 

UD22 with 96W 
Power Delivery 

HD22Q with 90W 
Power Delivery 

XPS 13 9345 7 7 7       
XPS 13 9350             
XPS 13 9380 3          

XPS 14 9440   *     * * 

XPS 15 7590 3 *        

XPS 15 9500   *      * * 

XPS 15 9510   *      * * 

XPS 15 9520   *      * * 

XPS 15 9530   *     * * 

XPS 16 9640   *     * * 

XPS 17 9700   *      * * 

XPS 17 9710   *      * * 

XPS 17 9720   *      * * 

XPS 17 9730   *     * * 

 Supported  1Supports 1 USB-C connection only  Not supported

Section II Disclosures 
See the Dell Pro Docks eGuide for more information on our entire docking portfolio. 

*Notebook configurations requiring >90W power may need to be plugged in externally for optimal performance, when used with Dell Dock WD19 / WD19S with 90W power delivery, Dell Universal Dock UD22 or Dell Dual Charge Dock HD22Q. For the best experience with such notebook 
configurations, choose from Dell Dock WD19/WD19S (180W), Dell Performance Dock WD19DC / WD19DCS, Dell Thunderbolt Dock WD19TB/WD19TBS or Dell Thunderbolt 4 Dock WD22TB4 based on the notebook’s power requirement and compatibility, so you no longer need an additional power
adapter. 
** These Inspiron notebooks have higher power requirements than the Dell Universal Dock UD22 or Dell Dual Charge Dock HD22Q can deliver. These docks are functionally compatible but if they are used, the notebook's power adapter needs to be plugged in externally for optimal performance. 
1 These notebooks should be connected to the Dell Performance Dock WD19DC / WD19DCS via a single USB-C connector. The functionality will be reduced to single USB-C, same as the Dell Dock WD19 / WD19S. Connecting both USB-C cables simultaneously may result in unexpected behavior 
2 These Precision mobile workstations have configurations that require more than 130W power. When docked with the Dell Dock WD19 / WD19S, Dell Thunderbolt Dock WD19TB / WD19TBS or Dell Thunderbolt 4 Dock WD22TB4, the workstations need to be plugged in externally for optimal 
operation. For the best experience, choose the Dell Performance Dock WD19DC / WD19DCS that comes with a dual USB-C connector and provides up to 210W of power delivery, so you no longer need an additional power adapter. 
3 Older Thunderbolt systems have partial compatibility with Dell Thunderbolt 4 Dock WD22TB4. Only one of the ports on the Thunderbolt module will function as Thunderbolt, the other will only work as USB/DP. 
4 Latitude Chromebook Enterprise notebooks are USB-C systems and the recommended dock is the Dell Dock WD19 / WD19S with 90W power delivery. The Dell Thunderbolt Dock WD19TB / WD19TBS, Dell Thunderbolt 4 Dock WD22TB4 and Dell Performance Dock WD19DC / WD19DCS are 
supported but functionality is reduced to single USB-C, the same as the Dell Dock WD19 / WD19S. 
5 The dock's power button will not sync with the notebook's power button. The power button sync is not supported on Inspiron/Vostro AMD platforms, but users can still use Power button on the laptop to power on/off the system and all the other functions are supported. 
6 The dock will function with these Chrome notebooks, but with certain limitations: Dock's power button will not sync with the notebook's power button; No Wake on LAN; No port disablement 
7 The dock, when used with these Qualcomm Notebooks, can support 2 displays via the docks. A 3rd display can be connected directly to the Notebook 
8 Only the notebook configuration with RPL-R processor can support display through their USB-C ports 
9 These mobile workstation configurations requiring 165W power, when docked with the Dell Dock WD19 / WD19S, Dell Thunderbolt Dock WD19TB / WD19TBS or Dell Thunderbolt 4 Dock WD22TB4, need to be plugged in externally for optimal operation. For the best experience, choose the Dell 
Performance Dock WD19DC / WD19DCS, that provides up to 210W of power via dual USB-C connector, so you no longer need an additional power adapter. 
Configurations requiring 280W power need to be plugged in externally for optimal operation even when docked with Dell Performance Dock WD19DC / WD19DCS. 
Note: 
- When connected to non-Thunderbolt systems, the Dell Thunderbolt Dock WD19TB / WD19TBS and Dell Thunderbolt 4 Dock WD22TB4 will not retain its Thunderbolt functionality. 
- Notebook configurations with Intel Lunar Lake processor are limited to 3 external displays supported via the dock 


	Dell Pro Dock WD25 | Dell Pro Dock WD25Z | Dell Pro Thunderbolt 4 Dock WD25TB4 | Dell Pro Thunderbolt 5 Dock WD25TB5 | Dell Pro Smart Dock SD25 | Dell Pro Thunderbolt 4 Smart Dock SD25TB4 Dell Pro Thunderbolt 5 Smart Dock SD25TB5
	Dell Thunderbolt Dock WD22TB4, WD19TBS | Dell Dock WD19S | Dell Performance Docks WD19DCS | Dell Universal Dock UD22 | Dell Dual Charge Dock HD22Q
	Section I
	Section I Disclosures

	Section II
	Section II Disclosures


