## D



## Collaboration at your fingertips in 4K

Dell 86 4K Interactive Touch Monitor | p8624Qt

The world's \# 1 monitor company*

## Collaboration at your fingertips in $4 K$



Real-time collaboration on this $85.6^{\prime \prime} 4 \mathrm{~K}$ interactive touch monitor.

## Bringing teams together

Actively engage with your
teammates whether they are in the
room or at a remote location with this brilliant 4K 85.6" monitor with
20-point touch, built-in dual 20W
speakers and dual-tip stylus.

Convenient connectivity, setup and management

Comprehensive connectivity options including USB-C®, easy installation and network manageability.

Exclusive to Dell.
Inclusive for all.

Exclusive Dell Screen Drop feature, designed to improve reachability for users working from different heights.

## A touch above the rest



Click the image or here to play the Dell 86 4K Interactive Touch Monitor - P8624QT video.

## Dell Display Manager



## Improved multitasking

Organize your screen with Easy Arrange and save profiles with Easy Arrange Memory.

## Smooth deployment

Manage your fleet of monitors with features that are automatic, comprehensive and compatible with several tools. ${ }^{2}$

## Convenient customization

Quickly access your favorite features and functions with the
menu launcher and hot keys.

Share a single keyboard, mouse and monitor between
multiple PCs with USB KVM wizard. ${ }^{1}$ Quickly switch between PCs with the quick-access menu or hot keys.

## NeO

## Sustainability on Dell Monitors

## Environmental standards

This monitor uses 85\% PCR (Postconsumer Recyclable) plastic in the design ${ }^{1}$, $90 \%$ recycled aluminum, and meets the latest environmental standards such as ENERGY STAR ${ }^{\oplus}$.

## Eco-conscious packaging

Dell commercial monitors ship in select packaging components made with up to $90 \%$ recycled materials. ${ }^{2}$

## Energy conservation

Save energy when your monitor is not in use with PowerNap3, a feature that dims or puts your monitor to sleep when it's not in use.

[^0]
## Recommended Accessories



X-Large Fusion Micro-Adjustable Fixed Wall Display Mount - XSM1U

Chief's upgraded fixed wall mounts are based on installer feedback and direct observations of installers in the field. Many new features join Fusion favorites like Centerless shift, ControlZone leveling adjustment and ClickConnect Latching.


Chief X-Large FUSION XPA1UB - Cart for LCD / plasma panel

This mobile FUSION AV cart incorporates rounded edges and sleek features to give the cart a softer professional feel that fits well in corporate and classroom environments.


Chief X-Large Fusion Floor Stand - XFA1UB

This floor support solution incorporates rounded edges and sleek features to give the aesthetics a softer, professional feel, that fits well in corporate and classroom environments. The height can be adjusted by one person via a hex bit on a power drill without removing the screen.


## Logitech Rally Plus Conferencecam and Speakers

See and hear better studio-quality video, unmatched voice clarity, and RightSense automation for better meetings. The all-in-one AV system features the Rally Plus premium conferencecam with Ultra-HD optics, 15 x HD zoom, modular audio with two mic pods and speakers, and RightSight auto-framing technology.

## Ports \& Slots



| $\mathbf{1}$ | HDMI (4) |
| :--- | :--- |
| $\mathbf{2}$ | DisplayPort |
| $\mathbf{3}$ | USB Type-C / DisplayPort |
| $\mathbf{4}$ | Audio line-out¹ |
| $\mathbf{5}$ | USB 3.1 upstream (3) |
| $\mathbf{6}$ | USB 3.1 downstream (3) |
| $\mathbf{7}$ | USB charging port |


| $\mathbf{8}$ | RS232 |
| :--- | :--- |
| $\mathbf{9}$ | RJ45 |
| $\mathbf{1 0}$ | OptiPlex holder |
| $\mathbf{1 1}$ | Security lock slot |
| $\mathbf{1 2}$ | Speakers |
| $\mathbf{1 3}$ | Power on/off button |



| FEATURE | CHNICAL SPECIFICATION |
| :---: | :---: |
| COLOR GAMUT | 72\% NTSC |
| height without STAND | 1156.63 mm (45.54 in.) |
| WIDTH WITHOUT STAND | 1982.64 mm (78.06 in.) |
| DEPTH WITHOUT STAND | 82.8 mm (3.26 in.) |
| WEIGHT (PANEL ONLY FOR VESA MOUNT) | $87.0 \mathrm{~kg}(191.80 \mathrm{lb})$ |
| WEIGHT (WITH STAND ASSEMBLY AND CABLES) | $88.2 \mathrm{~kg}(194.45 \mathrm{lb})$ |
| WEIGHT (WITH PACKAGING) | $102.0 \mathrm{~kg}(224.87 \mathrm{lb})$ |
| SECURITY | Security lock slot (cable lock sold separately) (based on Kensington Security Slot ${ }^{\text {™ }}$ ) |
| COMPLIANT STANDARDS | - ENERGY STAR ${ }^{\circledR}$ certified monitor <br> - RoHS-compliant |
| FLAT PANEL MOUNT INTERFACE | VESA mounting holes ( $600 \mathrm{~mm} \times 400 \mathrm{~mm}$ ) |
| TEMPERATURE RANGE | Operating: $0^{\circ} \mathrm{C}$ to $40^{\circ} \mathrm{C}\left(32^{\circ} \mathrm{F}\right.$ to $\left.104^{\circ} \mathrm{F}\right)$ Non-operating: $-20^{\circ} \mathrm{C}$ to $60^{\circ} \mathrm{C}\left(-4^{\circ} \mathrm{F}\right.$ to $\left.140^{\circ} \mathrm{F}\right)$ |
| HUMIDITY RANGE | Operating: 10\% to $80 \%$ (non-condensing) <br> Non-Operating: 5\% to $90 \%$ (non-condensing) |
| ALTITUDE | Operating: $5000 \mathrm{~m}(16404 \mathrm{ft})$ max Non-Operating: 12192 m (40000 ft) max |
| VOLTAGE REQUIRED | ```Input: 100-240 VAC / 50 or 60 Hz \pm 3 Hz / 7.0 A (maximum) Output: 100-240 VAC / 50 or 60 Hz \pm 3 Hz / 2.0 A (maximum)``` |
| POWER CONSUMPTION NORMAL OPERATION | 0.3 W (Off Mode) ${ }^{1}$ <br> 0.5 W (Standby Mode) ${ }^{1}$ <br> 170.0 W (On Mode) ${ }^{1}$ <br> $430 \mathrm{~W}(\mathrm{Max})^{2}$ <br> 138.4 W (Pon) ${ }^{3}$ <br> Not Applicable (TEC) ${ }^{3}$ |
| ENERGY EFFICIENCY CLASS (A TO G SCALE) | G |
| WHAT'S INCLUDED | Monitor <br> $1 \times$ OptiPlex holder <br> $1 \times$ Remote control and batteries (AAAx2) <br> $1 \times$ Remote control holder <br> $2 \times$ Stylus <br> $3 \times$ Wire saddle <br> $2 \times$ Stylus nib <br> $1 \times$ Power cable <br> $1 \times$ Power cable for connecting OptiPlex system <br> to display <br> 1 x USB Type-C cable <br> $1 \times \mathrm{HDMI}$ cable <br> $1 \times$ DP Cable (DP to DP) <br> 1 x USB 3.1 upstream cable <br> FlatFrog Board Software download instruction <br> Quick start guide <br> Safety, Environmental and Regulatory Information |

[^1]
## Steadfast reliability

As the No. 1 monitor company worldwide*, we take pride in our unyielding commitment to quality and the utmost in customer satisfaction.

## Advanced Exchange Service

This monitor comes with a 3-year Advanced Exchange
Service ${ }^{1}$ so that if a replacement becomes necessary, it will
be shipped to you the next business day during your 3-year Limited Hardware Warranty. ${ }^{2}$

## ProSupport

Upgrade to $24 \times 7$ specialized technical phone support with the Dell ProSupport option. ${ }^{3}$



[^0]:    1 By weight of the total weight of plastic parts in product. Excludes printed circuit boards, labels, cables, connectors, electronic components, optical components, ESD components, EMI components adhesives, and coatings. Applies to outer box and paper cushion packaging materials, based on internal analysis, October 2022
    3 Enabled by Dell Display Manager

[^1]:    As defined in EU 2019/2021 and EU 2019/2013.
    Max brightness and contrast setting with maximum power loading on all USB ports.
    Pon: Power consumption of On Mode as defined in Energy Star 8.0. TEC: Total energy consumption in kWh as defined in Energy Star 8.0 version.

